Conference Papers
1. Baptiste Creek Bridge Landslid, Hwy 2:42 near Athabasca, Alberta: Design and Construction of Remedial Measures (GeoNiagara 2021, in Niagara Falls)
2. Soil-Structure Interaction Response of a Tangent Castin-Place Pile Wall in Peace River, Alberta (GeoNiagara 2021, in Niagara Falls) 

3. Historical Aerial Photographs and Digital Photogrammetry Techniques to Investigate the Development and Evolution of the Chin Coulee Landslide in Alberta (GeoVirtual 2020, in Calgary)
4. Vision for Geotechnical Asset Management at Alberta Transportation (GeoVirtual 2020, in Calgary)
5. Landslide Stabilization Using Wick Drain Dewatering of Artesian Groundwater Pressures – Highway 40:30 North of Hinton, Alberta (GeoSt.John’s 2019)
6. The Estimated Economic Impacts of Prairie Landslide in Western Canada (GeoSt.John’s 2019)
7. The Use and Limitation of Modern Technologies for Slow, Vegetated Landslide Monitoring – Chin Coulee Landslide (GeoSt.John’s 2019)
8. Reconstruction of a Roadway over an Active Landslide Using Lightweight Cellular Concrete (GeoSt.John’s 2019)
9. Void Backfill Design for a Steeply Dipping Coal-mine Void below a Highway in Canmore, AB (Geohazards 7, Canmore 2018)
10. Explicit Estimation of Rock Slope Failure Likelihood for Hazard Assessment and Safety Engineering near Canmore, AB (Geohazards 7, Canmore 2018)
11. Highway 63:11 Twining North of Athabasca River Bridge in Fort McMurray, Alberta: Pinch Point West Pile Wall (GeoOttawa 2017)
12. Highway 63:11 Pinch Point East Wall North of Athabasca River Bridge in Fort McMurray, Alberta (GeoVancouver 2016)
13. Identification, Prioritization, and Risk Reduction: Steep Creek Fans Crossed by Highways in Alberta (GeoVancouver 2016)
14. Identification and Risk-based Prioritization of Flood Hazards on Highways in Alberta (GeoVancouver 2016)
15. Effects of extreme rainfall on geotechnical hazards in the Canadian Rocky Mountains (NGM 2016)
16. Eureka River Landslide, Hwy 726:02 Near Worsley, Alberta: Design and Construction of Remedial Measures (GEO Quebec 2015)
17. Geotechnical Considerations from the June 2013 Southern Alberta Flood, Paper prepared for presentation at Transportation Association of Canada (TAC) (Charlottetown, PI 2015)
18. Mitigation of the Belly River Landslide Using a Multidisciplinary Approach (GeoHazards 2014)
19. Stabilization of Roadway Landslide Using Anchored Drilled Shaff Piles Performance Evaluation over the Last 15 Years (GeoCongress 2014)
20. The Application of Polyurethane Grout in Roadway Settlements Issues (Geo Montreal 2013)
21. Kehiwin Lake Landslides, Hwy 41:23 Near Elk Point, Alberta: Historical Development and Remedial Measures (Geo Montreal 2013)
22. Performance and Time-Dependent Compression Behavior of Highway Fill Material Constructed Using Tire Derived Aggregate (Geo Montreal 2013)
23. Field & Laboratory Characterization of Tire Derived Aggregate in Alberta (TAC 2013)
24. Challenges in Planning Highway Improvements in Landslide Terrain (11th ISL 2012)
25. Alberta Highway 858:02 Embankment Stabilization – Geotechnical Investigation, Design, and Construction (11th ISL 2012)
26. Stabilization of Alberta Highway Landslides Using Pile Walls (Pan-Am CGS 2011)
27. Optimal Partitioning of Data-Logged Soil Profile (Pan-Am CGS 2011)
28. Foam Column Injection to a Highway Embankment Foundation – Results of a Full Scale Pilot Study (Transportation Association of Canada 2011)
29. Optimal Partitioning of Data-Logged Soil Profile (Pan-Am CGS 2011)
30. Shallow Slump Stabilization Using Percusion Soil Nails at Hamelin Creek Site on Highway 725:02, Peace Region, AB (Pan-Am CGS 2011)
31. Innovative Structural and Geotechnical Strategies: Crossing Unstable River Valleys in Northern Alberta
32. Geohazard Reviews of Highway Corridors through Mountainous and Foothills Terrain, Southwestern Alberta (GeoCalgary 2010)
33. Use of Launched Soil Nails to Stabilize Shallow Slope Failure on Urban Access Road 172 (TAC 2009)
34. Analysis of Field Performance of Landslide Repair Using a Pile Wall (GeoHalifax 2009)
35. Slope Stabilization Efforts along Highway 744:04, Judah Hill Road, Peace River, Alberta (Geohalifax 2009)
36. Cost-Benefit Analysis for Selection of Pile Tests (Geoedmonton’08)
37. Slip Line Solution by Spreadsheet (Geoedmonton’08)
38. Characterizing Complex Deep Seated Landslide Deformation Using Corner Reflector INSAR (CR-INSAR): Little Smoky Landslide, Alberta (4th Geohazards 2008)
39. Embankment Slope Stabilization Using Subhorizontal Drains at Highway 39 near Drayton Valley, Alberta (4th Geohazards 2008)
40. Stabilization of a Highway Embankment Landslide Geohazard (ASCE Geotechnical Group Seminars: Engineering of Geo-Hazards, 2007. Also see: http://www.ascemetsection.org/tech-groups/geotechnical/geotechnical-past-seminars ) 

41. Streambank Stabilization Using Bioengineering and Biotechnical Methods (TAC 2006)
42. Update on the Little Smoky Landslide (GeoSask 2005)
43. Lessons Learned from Failure of High Embankment Excavation Slopes at Culvert Replacement Sites in Alberta (Géo Québec 2004)
44. Stabilization of a Highway Embankment Fill over an Arch Culvert Using Stone Columns (Géo Québec 2004)
45. Approach Fill Design of North Saskatchewan River Bridge (Géo Québec 2004)
46. Influence of Subsoil Characteristics on Embedment Depts and Load Capacity of Large Diameter Pipe Piles (ASCE – Deep Foundation 2002)
47. Load Capacity of Pipe Piles in Cohesive Ground (ASCE – Deep Foundation 2002)
48. Geotechnical Aspects of Highway and Bridge Construction Across Iosegun River Valley Crossing, Northern Alberta (55th CGS 2002)
49. Instrumentation Monitoring for Highway Fill Construction at Iosegun River Crossing, Highway 43, Northern Alberta (55th CGS 2002)
50. Stabilization of a Slide Using a Tieback Pile Wall (ASCE – Slope Stability 2000)
51. Stabilization of Meikle River Slide on Highway 35 (ASCE – Slope Stability 2000)
52. Stabilization of Judah Hill Landslide (Landslides conference 1991)
53. Design Instrumentation and Performance of a Geogrid Reinforced Test Fill (1991) 

54. The Use of Geotextiles and Geomembranes in Highway Construction (internal publication 1991)
55. Stone Column Use in Highway Construction (43rd CGS 1990)
56. Effect of Coal Contaminated Aggregate on Asphaltic Concrete Pavement Performance (68th TRB annual meeting 1989)
57. Geotextile Reinforcement of a Dep Muskeg Deposit (3rd Canadian Symposium on Geosynthetics 1988)
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