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	Untitled

	Product Name: Macmat R8 TRM
	cc1: Roger Skirrow
	Applicable Standards: ASTM D4595: Standard Test Method for Tensile Properties of Geotextiles by the Wide-Width Strip MethodASTM A856M-98: Standard Specification for Zinc-5% Aluminum-Mischmetal Alloy-Coated Carbon Steel WireASTM A975: Standard Specification for Double—Twisted Hexagonal Mesh Gabions and Revet Mattresses (Metallic-Coated Steel Wire or Metallic-Coated Steel Wire With PVC Coating) 
	Potential Usage: Macmat R8 is used on vulnerable soil slopes, exposed to erosion. It is also used within water courses to provide hydraulic erosion protection. Its most common use however, is within soil nailed slopes. 
	Product ID: 8133-3-28
	Initiation Date: April 8, 2019
	Revision Date: February 16, 2024
	Expiry Date: 
	Trials: Keillor point in 2018 in the Edmonton Area and installed by Alberco Construction
	Caveats (if any): 
	Recommendations: Macmat R8 TRM be listed as Proven Products under Transportation and Economic Corridors Products List, Erosion and Sediment Control Systems – Permanent RECPS – Turf Reinforcement Mats (TRM) – Type C – Proprietary, based on field performance. 
	List of applicable standards: Transportation and Economic Corridors  standard for Rolled Erosion Control Products (RECP) is documented in AT Products List and Erosion and Sediment Control Manual BMP#13.
	Summary of AT experience with product: Transportation and Economic Corridors  has no experience with this product.
	Prepared by:: Rishi Adhikari
	Product Summary: Macmat R8 TRM is manufactured and supplied in Alberta by Maccaferri Canada Ltd located in Cambridge, Ontario. Website: https://www.maccaferri.com/ca/
	Product Claims: MacMat R8 TRM increases the soil’s resistance to erosion by providing an environment that enhances the growth of vegetation through the mat. It is reinforced with 8 X 10 sized hexagonal double twisted steel wire mesh which has mechanical characteristics greater than the ones recommended in EN 10223-3. 
	Product Description: Maccaferri’s Macmat R8 TRM is a three dimensional permanent erosion control mat composed of UV stabilized, non-degradable synthetic fibers. MacMat R8 TRM has an additional structural skeleton of Maccaferri double twisted steel wire mesh within the polymer matrix. The steel wire mesh is galvanized and may or may not be coated with PVC polymer. MacMat R8 TRM with PVC coated wire is name as MacMat R8P where as uncoated version is named as MacMat R8G. The thickness of mat is 10mm and the diameter of steel wire is 2.7mm.


