
File 74382 – Bow River near Rolling Hills 
Hydrotechnical File History 

May, 1971 Preliminary engineering undertaken for the construction of a bridge to replace the 
ferry across the Bow River six miles south of Rolling Hills. 

December, 1971 Test piles driven. 
March, 1974 200' of oil dust control placed at either end of the proposed bridge. 
July, 1974 Construction begins on bridge over Bow River. 
June, 1975 Bridge completed. 
November, 1981 Repairs made to stripdeck. 
November, 1983 Repairs made to stripdeck. Bearings at south abutment reset. Other general repairs 

made. 
July, 1984 High load collides with bridge portal at north end of bridge. No damage done to 

bridge. 
January, 1985 Repairs made to stripdeck. 
August, 1987 Repairs made to stripdeck. 
March, 1989 Repairs made to stripdeck. 
October, 1990 Repairs made to stripdeck. Spalled concrete repaired. 
April, 1991 Stripdeck replaced. 
September, 
1991 

Bridge limited to 1 truck at a time. 

June, 1992 Bridge sandblasted and painted. 
July, 1992 Head on collision on bridge between two transport trucks. Only minor damage done 

to bridge. 
September, 
1994 

Repairs made to stripdeck. 

October, 1995 Collision with bridge causes heavy damage to the bridge rail and approach rail 
2013 HWM 2 m below the low chord and north abutment. Scour survey after the flood by 

MMM. 
2019 Scour survey by Trout Hydrography. 
    
    
    

 


