
File 76609 – Bow River near Cochrane 

Hydrotechnical File History 

1915 High flow event. WSC gauge 05BH004 reported 1130 cms. 

1923 High flow event. WSC gauge 05BH004 reported 840 cms. 

1929 High flow event. WSC gauge 05BH004 reported 1320 cms. 

1932 High flow event. WSC gauge 05BH004 reported 1520 cms. 

1969 Texas gate constructed and fence erected at temporary access to bridge site. Construction begins on 
the bridge near Cochrane. Damage sustained to the Cochrane water supply system due to increased 
turbidity in the water caused by construction activities at the bridge site. 

1970 Bridge constructed. 4 spans steel girder bridge, 33.5/42.7/42.7/33.5 m. 

1990 High water reported with water levels noted as high as 7.90 m from top of curb. Vehicle loses control 
on icy roads and collides with bridge, damaging the guardrail. 

1991 Ice jam with photos. 

1995 AT note to file photos, highwater flooded footpath on the north bank. 

1998 Scour survey and report by Hydroconsult. 

2005 AT note to file, HWM approximately 4 m below girders. 

2009 Scour survey by MSI. 

2013 High flow event. WSC gauge 05BH004 reported 1840 cms. WSC gauge 05BH005 reported 1650 
cms. WSC gauge 05BH008 reported 1710 cms. 

2013 AT post flood bridge inspection, HWM 2.3 m between NW slope protection and girder underside.  

2013 Scour survey by MMM. 

2019 Scour survey by Trout Hydrography. 
 


