
File 07086 – Carrot Creek 

Hydrotechnical File History 

1912 Request for new bridge to replace fire damaged bridge constructed by Foley Co. (date?)  

1914 Bridge constructed. 1-11m timber truss with 2-4.9m timber approach spans 4.7m above streambed. 

1923 Bridge reconstructed. 1-11m timber truss with 2-4.9m timber approach spans on pile substructure. 

1934 Bridge reconstructed.  1-24.4m light steel pony truss with 2-3.1m approach spans 0n treated timber 
substructure 4.4m above streambed. 

1961 Substructure repaired and reinforced. West end raised 0.6m 

1964 West abutment pushed forward by fill and wing collapsed. 

1965 West abutment converted to a pier and 1-6.1m timber approach span added. 

1968 Impact damaged steel members replaced. 

1972 Hwm 0.61m above bridge deck at 2.4m from east end. Water over the grade to the east. 

1974 Broken timber stringers replaced. 

1977 Bridge reconstructed on channel diversion. 1-38.1m LF on concrete on H pile abutments 7.6m above 
streambed. Class II rock riprap on the west headslope. 

1986 Inspection By Michael Wong: hwm 2.4m below the top of the deck. Inspection by Boyd Hiltz: hwm 
858.5m at west upstream abutment and 859.2m at the east downstream abutment. Minor scour on the 
east headslope. 

    

    

    

 


