
File 09309 – Paddle River 

Hydrotechnical File History 

1918  Request for bridge. 

1919 Bridge constructed. 3-6.1m spans on piles. 

1922 Six piles are replaced. 

1924 Bridge reconstructed. 1-24.4m steel pony truss on pile abutments. 

1944 Flow is overbank. 

1959 Bridge reconstructed. 1-30.5m heavy steel pony truss 5.8m above the streambed. 

1965 Flow is overbank. 

1974 "Pembina Basin Flood Report, 1974." Hwm was 0.61m over the grade to the south. Elev. 656.4 

1981 Some scour at the north headslope, restored with pitrun. 

1984 Serious scour at the north headslope. Abutment piles are exposed. Backwall is sheeted and the 
County is requested to place rock riprap. 

1985 AEP Report: "Paddle River Dam Site MAA Downstream Channel Degradation." Old Abutment and 
pier piles are cut off. Additional north bank protection is required. Banks are still eroding.  

1987 Bridge reconstructed. 16-19-16 Steel girder on pipe pile piers and abutments. 7.4m above streambed. 
Rock riprap on both headslopes. 

1989 Hwm 3m below the curb. Elev. 656.22m  

1990 Bim: Some of the riprap on the northeast bank is sliding into the stream exposing the geotextile. 

    

    

    

 


