1908
1923
1940
1957
1964

1972
1975

1988
1992
1995

1997

File 01427 - Belly River

Hydrotechnical File History

HW : EL 4296 (Y =9') on DD146, apparently transferred from old 124’ truss located d/s.
33.5m Howe truss on rock filled pile and crib substructure 5.4m above streambed

Bridge replaced with a 38.1m steel through truss on concrete abutments.

24.4-24.7-24.7-24.4m bridge built (1717-P, DD146), withdh=43'. B=30m,h=2m, T =40 m.

HW (Jun) : EL 4299 (Y = 12') on DD146. Q = 464cms at WSC gauge 05ADO005. West headslope
suffered erosion. The headslope was restored and protected with rock riprap.

Drift removed from centre pier.

HW (Jun) : EL. 4296.1' (Y = 9') noted on handrail profile survey. Q =416cms at Gauge 05A DO005.
West headslope suffered erosion. The headslope was restored and protected with concrete slope
protection and aclass |11 rock riprap apron. DD801 notes HW to EL 4299'.

Scour survey.

Class 111 rock replaced the sandbag riprap on the east headsl ope.
BIM HW = 2.6m.

HW (Jun) : EL. 4294.1' (Y = 7). Noted 1.5m below top of nose plate on east pier, 1.8m below top of
concrete slope protection. Q = 326cms at WSC gauge 05ADO005.
Scour survey —B =30m, T =40m, h=2.1m.

Scour survey.



