
File 71631 – Woodpecker Ck  

Hydrotechnical File History 

1931 3 – 18’ bridge built, dh = 20’. 

1944 4 – 18’ bridge built. 

1953 Report : Y = 5 – 8’, Q ~ 200cfs, B = 10’, T = 18’, h = 4’. 

1954 96” SP x 224’ installed, 30’ fill height, 3’ drop, no burial. 

1963 HW (Apr) : 0.6m > u/s crown. 

1966 HW (Apr) : Y ~ 0.5 – 1.0m < u/s crown, Y ~ 1m d/s. 

1979 Erosion at both ends repaired with rock. 

1988 BIM HWM Y = 1.6m. 

1992 Photo : B = 3m, h = 1.5m, T = 6m, lots of drift. 

1993 Report : Q = 27cms, Y = 2.1m, V = 1.5m/s. 

1996 Photo : drift to ~ 0.5 – 1.0m below u/s crown. 
Note : DA = 54km2, Q = 18cms, S = 0.005, rec. 4.3m SP. 

1999 Design : DA = 56km2, Q = 23cms, S = 0.005, Y = 2.0m, rec. 4.3m SP x 110m. 
Photo : B = 3m, h = 1.5m T = 6m, ponding u/s behind beaver dam at inlet, scour hole d/s. 

 


