
File 01053 – Pothole Ck 

Hydrotechnical File History 

1902 HW : Y ~ 14’ noted on 1958 design drawings. 

1904 XS : HWM Y = 10’, h = 10 – 12’, T ~ 130’. 

1905 60’ timber truss + 4 – 20’ timber approach spans. 

1908 HW : truss damaged.  Rebuilt, 4 – 20’ spans added. 
U/s dyke built. 

1921 Note : irrigation dam ~ ½ mile u/s. 
Reference to 11 – 20’ bridge with dh = 8’. 

1938 5 – 28’ bridge built. 

1952 Report : dh = 14.5’, B = 60’, h ~ 6 – 10’, T ~ 150’, HWM Y = 6.5’. 

1953 Report : h = 15’, h ~ 8’, HWM Y = 7 – 8’. 

1956 Photo : B ~ 10m, T ~ 15 – 20m, h ~ 2.5 – 3m. 

1957 Note : PFRA recommend Q = 3000cfs for bridge (1/3 of their design value). 
Note : HWM Y = 7’, dh = 16’, B ~ 40’. 

1958 30 – 40 – 30’ bridge built, dh = 17’ (2084-P, DD184), Q = 3000cfs, Y = 9’. 

1976 Photo : B = 8m, h = 2.5 – 3m, T ~ 15 – 20m. 

1992 Photo : B = 8 – 10m, h ~ 2.5 – 3m. 

1995 Photo : B = 10 – 12m, h ~ 3m. 
 


