
File 77816 – Castle River 21mi. S.W. of Pincher Creek 

Hydrotechnical File History 

1948 Qi near Beaver Mines May 22 = 442cms.  

1964 Qi near Beaver Mines June 08 = 510cms.  

1965 1=125ft steel through truss on timber. 

1975  Reconstructed 3-55ft RD30 precast spans on H pile and concrete 200ft u/s. Design HW = elev. 4396. 

1975 The south abutment of the old bridge had been buried but the recent flood has exposed it. The south 
bank at the new bridge has scoured to the south u/s from the bridge. The north bank is ok. Hwm is 
12ft below deck. Suggest restoration of south bank and headslope and protect with class II riprap. Qi 
near Beaver Mines June 20 = 736cms.  

1977  Site inspection: Repair work on south west headslope is required. Restore headslope with fill and 
protect with minimum class II heavy rock riprap from 75ft u/s to 25ft d/s. Debris accumulated on the 
south west pier should be removed.  

1993 DDP: Severe erosion at the south east corner on south headslope. Undermining noted at south east 
corner.  

1995 The south abutment headslope and riprap have washed out. Bank was rebuilt to original lines and 
headslope and riprap replaced. Hwm 0.4m above road grade. Qi near Beaver Mines June 7 = 
1430cms.  

    

    

    

    

    

    

    

    

    

    

    



    

 


