
File 76634 – Sousa Ck Tributary 

Hydrotechnical File History 

1967 Inspection : Width at ice level = 35 – 40’, Y = 4’.  DA = 360mi2, h = 10’ > ice, m = 0.5:1.  Silt marks 
9 – 10’ > ice to be picked up in survey, 600’ long channel realignment about 500’ east of existing 
channel proposed. 

1968 Survey : h = 9 – 12’, S = 0 – 1’/ 2000’, natural B = 10’, T = 20’, Y (HWM) = 10’. 
3 – 40’ bridge built. 

1969 HW (May) : 6’ below deck, dh = 19 – 20’ (Y = 13 – 14’). 

1976 Some scour noticed at toe of east headslope. 

1979 HW (Jun) : scour at right bank under the bridge.  Marks on nose plate about 1 – 1.5m below bottom 
of girders.  Top of bank ~ top of scour ~ 1.5m below bottom of girders.  

1980 Headslopes restored with pitrun. 

1985 Large drift jam at u/s side of bridge – to be removed. 

1986 HW (Jun) : Y = 3.2m at centre of bridge u/s, no apparent headloss, low V. 

1992 Inspection : dh = 6.1m d/s centre, drift along banks u/s and d/s, Width at ice level = 14m, HWM 2m 
below bottom flange. 

1996 Photo : drift at top of bank u/s on left bank, ~2m below bottom flange. 

2003 Photos : B = 12 – 14m, h = 3 – 3.5m, bushy overbank, drift across channel u/s. 

 


