
File 07788 – Poplar Creek 

Hydrotechnical File History 

1913 4 – 20’ bridge built.  

1915 U/s dam washed out, drift removed at bridge. 

1930 50’ log bridge built. 

19?? Imperial Oil constructs 4-9.1m and 1-1.5m culvert crossing.  

1955 60” pipe at low level crossing washed out, other 4 – 0.9m pipes plugged. 

1957 Report : HWM Y = 9’. 

1958 20 – 60 – 20’ PT bridge built, dh = 15’. 

1968 Sheeting lowered. 

1977 Note : HWM 5’ below deck (Y = 10’). 

1980 Note : HWM 2.4m below deck (Y = 2.2m). 

1984 Note : HWM to top of pier cap (Y = 3.4m, possibly 1983 flood). 

1985 Minor wash out of east abutment fill. 

1986 10.5-18.3-10.5m bridge built, dh = 6.5m (DD1076, 11374-P).  B = 12m, T = 22m, h = 2.5 – 3m, DA 
= 180km2, Q = 120cms, S = 0.0018, Y = 3.7m. 
HW (Jul) : 1.0m below west girder (EL. 834.5m on DD1076, Y = 3.7m).  East and west headslopes 
and road fill partially washed out. Water was over the west approach road. 

1990 HW (Jul) : 2.5 – 2.6m below curb (EL. 834.5m on DD1076, Y = 3.7m), restoration required at east 
abutment. 

 


