
File 70314 – Lesser Slave Lake Tributary 

Hydrotechnical File History 

1926 4 – 20’ bridge built, h = 10’, Y = 8’, B = 20’, T = 40’. 

1941 20 – 28 – 20’ bridge built. 

1953 Report : dh = 17’, h = 10’, B = 20’, T = 35’. 

1955 HW : 9’ below deck, Y = 8’. 

1958 Report : dh = 16’, h = 10’, Y = 8’, B = 25’, T = 35’, DA = 25mi2, Q = 800cfs. 

1959 3 – 28’ bridge built, dh = 16’. 

1961 HW (Jul) : 5’ below deck, Y = 11’. 

1963 HW (Apr) : 5’ below deck, Y = 11’, scour at east headslope. 

1978 Rock added to east headslope. 

1988 HW (Jul) : photo shows drift to about 1m below bottom flange (Y = 3.3m), no damage. 

1991 Photo : shows scour at west headslope. 

1996 HW (Jun) : west headslope washed out, drift removed during flood, photo suggests HWM about 1m 
below bottom flange (Y = 3.3m). 

2000 BIM HW = 2.2m. 

2002 Assess : recommends repair and replace in 2008 with 30m bridge.  Reference to Lesser Slave Lake 
being only 500m d/s. 

 


