
File 13384 – Strawberry Ck 

Hydrotechnical File History 

1924 2 – 20’ bridge built, dh = 16’. 

1930 Dk – WL = 13” + 3” deep, B = 25’.  

1958 Report : HW has been 1’ over deck (Y = 14’), Qest = 1100cfs, V = 3ft/s. 

1961 July HW 1’ over deck (Y = 14’), drift removed, B = 30’.  Note that >28’ centre span required due to 
drift. 

1963 28 – 33 – 28’ HC on tt built, dh = 18’, Ydes = 15’, h = 14’. 

1965 HW (Apr 29) = 4’ below deck (Y = 14’).  V = 1.5ft/s at 2’ lower.  Close to flooding d/s farm. 

1983 HW photos – June 27 – about 0.5m below underside of deck u/s – Y = 4.5m. 

1990 BIM HW = 4m. 

1992 Curb to SB = 6.2m (must include some scour), u/s residence flood concern – no culvert as 
replacement 

1993 Girders and substructure replaced (same configuration) due to log haul program. 

1995 BIM note of trees lying across channel u/s. 

1996 HW in June (from photos – drift on pile cap, debris close to pile cap u/s assume HW just below 
underside of girders (Y = 4.5 to 4.8m).  West headslope washed out, rebuilt and protected. 

 


