File 13103 — Carrot Ck

Hydrotechnical File History

1920 Bridgerequestsonfile.
1940 1-28 & 1-16 bridge built, dk ht = 12’.

1954  HW inearly July : about 4" over deck (Y =4.9m). Bridge replaced with 3— 28 bridge, dk ht = 20,
low grade to south. Pile pen=20'.

1969 HW - piles damaged, scour at north headslope, drift to be removed.
1970  Proposal to add rock to both sides.

1972  HW (June 30) : 2' over south grade, over wheelguard at bridge, bridge opening plugged with drift.
Superstructure knocked off substructure by about 9'. Super put back on, north headslope restored,
and drift removed.

1973  Proposal to divert stream — about 200’ u/sto improve flow alignment through bridge opening, about
800" d/sto bypass erosion adjacent to north approach road. Apparently not done.

1986 HW : Deck lifted off bridge and deposited on d/s bank.

1992  Assessment : 1986 flow est = 150cms at Hwy 16 structure u/s, Y = 4.8m. Replacement bridge should
be raised by 1 to 2m, min centre span = 15m (18m desirable). Only 1 of this and BF8523 should be
replaced. Erosion adjacent to road to be monitored pending bridge replacement.

1997 BIM HW = 5m (based on drift on top of pier sheeting). Large drift at Site.

2002 Enggreport : B = 10m, h=5m, m=1, S=0.0008, Q = 125cms, DA =216 sg. km., V = 1.6m/s, Y =
5m. 10 —12 —10m SC proposed, dk ht = 6.1m.



