
File 07148 – Pincher Creek at West End of Pincher Creek 

Hydrotechnical File History 

1912 First noted petition for a bridge over Pincher Creek at the west end of the Town of Pincher Creek. 

1921 Timber bridge constructed. 3-9.1m and 1-4.9m spans on timber crib substructure n4.3m above 
streambed. 

1923 Flood June 1. 

1924 Wing constructed at southwest corner and one pier repaired. 

1931 Pier foundations repaired. 

1941 Substructure in state of rot. 

1943  Bridge reconstructed. 4-8.5m timber spans on piles set in concrete 4.3m above streambed.  

1953  Concrete footing poured under one pier where considerable scour was taking place. 

1965  New piles driven in the south abutment. Heavy rock riprap placed on the south headslope.  

1970  Bridge reconstructed. 8.5-8.2-8.5m HC on pipe piles set in concrete footings. 

1972  North headslope repaired with pit run gravel and south headslope rebuilt at 2:1. Rock riprap placed at 
toe of south pier. 

1975  Heavy flooding. Hwm June 20th was 4.4m below the deck. Extensive bank erosion throughout the 
Town of Pincher Creek. 

1993 Handrail Profile conducted. Prior to 1993 Alberta Environment constructs Gabion wall to protect 
south bank upstream and downstream of bridge. Heavy rock riprap on toe of wall and on south bank 
at upstream and downstream ends of wall. 

1995 June flood. Hwm 1137.42m. South headslope eroded.  

1996 Bim: hwm 4.5m above streambed. 

1999 Scour Report by Trillium Engineering. 

    

    

    

 


