
File 72707 – Spirit River Tributary 

Hydrotechnical File History 

1938 2 – 16’ bridge built. 

1951 Report : dh = 6’, Q = 320cfs, B = 20’. 
2 – 20’ bridge built, dh = 8’. 

1952 Sheeting lowered due to scouring. 

1958 Cutoff wall installed due to scouring. 

1963 HW (Jun) : 7’ below deck, Y = 8.5’. 
98” x 154” SP arch installed, 20’ fill height. 

1964 HW (Jul) : 3.5’ above crown u/s and d/s, 1.5’ drop. 

1967 Rock added to d/s scour hole. 

1968 HW (Jun) : extensive d/s scour. 

1972 DD638 prepared for 2 miles of ditching, roughly starting at this site and stretching to BF72615. 

1974 HW (Apr) : 8’ of barrel exposed, 65’ extension with drop structure installed. 

1981 Photo : B = 4m, low h = 3m. 
Cutoff wall and struts added. 

1982 HW (Aug) : ½ full u/s, 0.5m below d/s crown, low outlet velocity. 

1987 Struts extended due to cavity in backfill. 

1990 HW (Jun) : EL. 601m. 
Report : Q = 34cms, Y = 2.2m. 

1992 5.5m SP x 51m installed, 1m burial, 2.9m drop (vertical bend), 9.4m fill height (14298-P).  DA = 
83km2, Q = 70cms, S = 0.004, B = 4-5m, h = 3m (low bank) to 5m (high bank), T = 20m at high 
bank, Y = 2.6m.  

1993 Slide noted at NW corner. 

1995 Photo : B = 4m, h = 3m, d/s channel straight, improved ditch. 

2002 U/s channel erosion noted, steep high banks. 

 


