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File 01632 — Battle River near Edgerton

Hydrotechnical File History

Petition for bridge. Cross section shows approximate hwm at 1.8m above streambed.

Native timber bridge built by settlers.

Petition for bridge.

Settler’ s bridge washed out. Cross section shows hwm at 2.4m above streambed. Bridge
reconstructed. 1-38.1 m steel through truss and 2-5.5m timber approach spans 6m above streambed.
Pile bank protection on north bank.

Three piles broken by ice. The pile bank protection isin poor condition. Bridge is repaired and 45m
of sheeted pile bank protection constructed.

Serious ice damage to bank protection is repaired.

Bank protection repaired.

High water was 1.2m over the grade to the south. All bank protection badly damaged.

Bridge reconstructed 610m upstream. 1-38.1 m stedl through truss and 2-8.5m timber approach spans
Drift removed from piers.

North abutment being eroded. Abutment is repaired and strengthened.

The north approach is washed out. Bridge report states the hwm is to deck level.

Bridge reconstructed. 1-38.1m steel through truss and 1-30.5m steel pony truss on a concrete pier.
Sandbag riprap installed.

The 30.5m pony trussis replaced with an 18.3m steel pony truss. The south headslope has the slope
decreased and heavy rock riprap is placed.

Hwm is 2.2m below the southwest abutment bearing, 3.4m below the top of the wheelguard. Flow
was over the grade to the north.

Bridge is reconstructed. 21-25.6-21m "RB" continuous steel girder on concrete substructure 8.2m
above streambed.

South headslope is trimmed and repaired with heavy pit run gravel. Heavy pit run is aso placed on
the north bank for 91m upstream of the bridge.

Bim: Erosion of north bank 100m upstream should be monitored. Slight scour at the north headsl ope.






