
File 01604 – Waskatenau Ck 

Hydrotechnical File History 

1908 bridge built.  

1915 HW : bridge washed out. 
3 – 20’ bridge built. 

1935 HW (Apr) : pile damage. 
22 – 28 – 22’ bridge built, dh = 12’. 

1951 Report : Q = 225cfs, HWM Y = 6’. 
72” SP x 58’ installed, 12’ fill height. 

1956 HW : Culvert washed out, HW over grade. 
Report : B = 20’, T = 40’, h = 6 – 8’. 

1957 2 – 20’ TT bridge built, dh = 9’. 

1971 HW (Apr) : above bottom of girder (Y = 2.9m ref. in 1991 design), dh = 9’, scour under bridge, photo 
of drift jam at bridge and weir formed d/s. 

1986 Report : dh = 2.8m. 

1992 8 – 12 – 8m bridge built, dh = 3 – 3.5m (13391-P).  Q = 45cms, channel realignment with B = 10m. 
Survey : b = 6 – 7m, T = 12 – 15m, h = 1.5 – 2m. 

1997 Photo : h ~ 1.5 – 2m. 

2002 Photo : B = 6m, h ~ 1.8 – 2m. 

2005 Photo : B = 5 – 6m, T = 12m, h ~ 1.5 – 2m. 
 


