
File 07487 – Clearwater River south of Rocky Mt. House 

Hydrotechnical File History 

1912 Petition for bridge 

1913 Request for bridge. 

1914 Petition for bridge. Bridge constructed. 1-24.4m steel pony truss with 41.1m of pile spans. 

1915 1-24.4m steel and 1-6.1m pile span washed downstream. Hwm 7.6m above streambed. Bridge 
reconstructed. 1-24.4m steel pony truss and 1-38.1m steel through truss with 4-6.1m pile approach 
spans on pile substructure 7.2m above streambed. 

1935 Corbels replaced and substructure repaired. 

1936 Nose of pier rebuilt. 

1940 Bridge reconstructed. 1-24.4 steel pony truss, 1-38.1 steel through truss with 2-6.1 and 2-8.5m pile 
approach spans on pile substructure. 

1956 Bridge reconstructed. 1-61m steel through truss with 4-8.5m PC concrete approach spans on concrete 
substructure. 

1961 Backfill placed against the south pier. Remains of old pier removed from the centre of the channel. 

1965 Hwm 4.1m below the top of the curb. 

1977 Bridge reconstructed. 1-16.8 RD – 1-30.8m VF – 1-35m RD on concrete piers and abutments 8.5m 
above streambed. 

1986 Hwm 960.74 on July 19, 0200hrs. 

1999 Hwm 5.8m below the deck on July 15. 

 2000 RPW Report by Terrace Eng. 

    

    

 


