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File 06607 — Willow Creek West of Stavley

Hydrotechnical File History

Request for bridge

Bridge constructed. 1-24.4m steel pony truss on rock filled timber crib substructure with 2-6.1m
timber approach spans 4.7m above streambed.

Flood.
Pier suffers ice damage.
Flood.
Substructure reinforced.

Bridge reconstructed 3m east. 1-24.4m steel pony truss and 2-7.3m timber approach spans on timber
substructure 5.3m above streambed.

May. Bridge washed downstream and completely destroyed. Temporary bridge constructed.
Temporary bridge washed out and rebuilt.

Bridge reconstructed. 1-38.1m steel through truss on timber abutments 5.3m above streambed.
Hwm is 1.8m below the deck. The riprap is washed away from the east abutment exposing the piles.

Bridge reconstructed. 1-41.1m steel through truss on H pile abutments 6.4m above streambed. 5°
skew.

Alberta Environment hwm 1119.39m.

Bridge reconstructed 540m upstream. 20-26-20m modified CBC girder on pipe pile piers and
concrete on H pile abutments. Rock riprap on both headslopes. While bridge is under construction
extreme flood occurs. Piers and bank protection are not affected. The right bank upstream
experiences erosion and additional riprap is placed.

Bim: hwm is 4.5m above the streambed (1995).



