
File 01308 – Stimson Creek 

Hydrotechnical File History 

1909 XS : B = 40’ T = 70’, h = 5’, HWM Y = 6’. 
4 – 20’ bridge built. 

1920 HW : Report :  “Bridge destroyed by freshets. Centre bent was washed out.” 

1932 HW : west approach washed out. 

1934 4 – 20’ bridge built. 

1935 Repair: Re-drove 4 piles which had been cut off by ice.  Note: ice run frequently causes 
damage. 

1938 XS : B = 30’, T = 60’, note : dh = 9.5’. 

1948 HW : 3’ below deck, over grade, Y = 9’. 

1952 Report: dh = 12’, h = 7 - 8’. 

1967 Report : dh = 10’, B = 30’, T = 60’, HWM Y = 5’. 
HW : Y = 8’, Q = 2000cfs, scour at east abutment.. 

1969 HW : to bottom of stringers, washout at east abutment (10 – 12’ lateral), no drift. 
3 – 28’ bridge built, dh = 12’. 

1971 Photo : B = 8 – 10m, h = 2 – 2.5m. 

1991 Location study  - recommended to keep existing bridge.  In future (25 years) - raise 1m for 
more freeboard and improved K, make sure tangent runout is off bridge, improve R440 curve 
to east. 

1992 Inspection : top of ice width = 8.5m, HWM = 0.45m above ice downstream of bridge. 

1995 BIM HW = 3m (reference to recent flood). 

2003 Photo BIM: D/S bank erosion. 

 


