
File 00849 – Waskateneau Creek 

Hydrotechnical File History 

1905 Cross section taken estimates hwm at 3.8m above streambed. 

1906 Bridge constructed. 1-9.1m wooden truss, 1-6.1m and 1-4.9m timber approach spans on pile 
substructure 7.0m above streambed. 

1917 Bridge reconstructed. 3-6.1m timber spans on piles 6.1m above streambed. 

1920 Bridge washed out. Bridge reconstructed. 1-18.3m steel pony truss and 2- 6.1m timber approach 
spans on piles 6.1m above streambed. 

1925 Substructure repaired. 

1930 1-6.1m timber approach span added to the east end and a new abutment is constructed under the east 
end of the steel. 

1937 Substructure repaired. 

1947 New bents are driven and west approach span is raised to the level of the pony truss. 

1953 East abutment of east timber span rebuilt. 

1960 Bridge report indicates hwm at 0.27m below the centre of the pony. Bridge reconstructed. 1-13.7m 
RB steel beam and 2-8.5m treated timber approach spans.  

1974 Gravel bar is removed to accommodate the channel at the centre of the steel span. West slope is 
protected with gravel and the toe of both slopes is protected with class I riprap. 

1982 Bim: West abutment settled approximately 0.36m. West pier sheeting should be lowered. 

1987 Timber spans raised approximately 7.5cm to match steel deck.  

1992 West abutment reconstructed. 

    

    

    

 


