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File 01606 — Waterton River near Standoff

Hydrotechnical File History

Bridge requested
Cross-section shows 1898 hwm at 4m above streambed.

Bridge constructed 2-33.5m stedl trusses on heavy pile and crib piers and 2-6.1m pile approach spans.
Bank washes out behind north abutment. Newspaper article: new bridge may wash out due to scour.
Rocks falling into scour hole. Piers have no strength and may be taken out by ice.

Minor ice damage to substructure.

Bridge washed out during second flood of the season and replaced with 2-33.5,1-31.1 steel through
trusses on timber crib substructure and 4-6.1m pile spans.

Earthwork on south side washed out for 20ft. Qmd at Waterton June 06 = 680cms.

Photo shows damage to nose of timber piers approximately 6ft above ice elevation.

Piersrepaired.

Piersrepaired.

Substructure is rotten.

Bridge rebuilt just u/s. 2-61m steel through trusses on concrete substructure 5.5 m above streambed.
Job authorization: remove driftwood collected under bridge.

Qmd at Waterton June 09 = 643cms.

Bridge reconstructed 15m u/s. 3-30m prestressed concrete girders on concrete substructure. Concrete
slope protection on both headsl opes.

Qmd at Waterton June 20 = 467cms.

Job authorization: remove large accumulation of drift from nose of both piers.
Ice jam just d/s causes water to rise to 900mm below girders.

AT Scour Report.

South pier has debris and scour. North headslope concrete protection is damaged at the top. Qmd at
Waterton June 07 = 449cms. Observation: 1.2m of freeboard.

Ice jam causes high water at bridge.

Top of both concrete slope protections has eroded from down drain to down drain. Cutbanks u/s



appear stable.
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