
File 08210 – Rosebud River  

Hydrotechnical File History 

1915 3-20’ bridge built, dh = 17’. 

1916 Piles on first bent from the north were taken out by ice. 

1918 HW (March) : Bridge taken out by ice. 

1921 80’ PT built, dh = 15.5’. 

1931 HW : Y = 16’, shown on XS, h = 13’. 

1941 80’ PT rebuilt, dh = 15.5’. 

1948 HW (Apr) : Bridge washed out and put back at higher elevation to be out of the water, dh = 18.5’. 

1952 Photos show exposed piles at south abutment. 

1954 20’ timber span added to south end. 

1956 Icing problem noted due to relocation of tributary d/s by railway with ice building up to 10’ thick.  
Spring runoff cut a channel through the ice and no action was required. 

1962 Bridge destroyed by oversized load. Temporarily replaced with 80’ bailey bridge. 

1963 28’ – 80’ PT built, dh = 19.5’, Y = 15.5’ (3’ below existing bridge noted in 1960 bridge report), 
located 35’ d/s. 

1971 HW (Apr) : 5’ below deck (Y = 14.5’), some scour of east headslope exposing rock layer, no action 
required.. 

1986 BIM note - hwm to bottom of stringer legs, not corroborated. 

1988 BIM note  - flow against the east bank, very erodible material. 

1992 Headslope restored and class 1 rock added. 

 


