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File 01694 — Blindman River

Hydrotechnical File History

Bridge constructed. 5-6.1m pile spans.
West span and approach washed out. Bridge repaired and 1-4.9m span added.

Bridge is heaving badly and timbers are in a bad state of decay.
Bridge reconstructed. 1-24.4m steel pony truss on pile abutments 5.6m above streambed.
Abutments repaired to correct for frost heaving.

Bridge request form reports: span 6.1m too short. Corbels and caps considerably rotten. Substructure
heaved and badly distorted. Pile bents are pushed forward, fill too heavy.

Bridge reconstructed. 1-24.4m steel pony truss and 2-5.5m pile approach spans 5.8m above
streambed.

Bridge report states hwm is 1.1m below the deck.
Bridge reconstructed. 1-24.4m steel pony truss and 2-5.5m treated timber approach spans.
Bridge report states hwm is 0.91m below the top of the deck.

Bridge collapsed in collision. Bridge reconstructed. 13.4-16.8-13.4m precast prestressed concrete
girder on pipe pile piers.

Hwm elev. 918.8. Some headslope scour around south pier.

Hwm July 3 0.77m below the top of the curb at the north abutment upstream side, elev. 920.2m. Flow
over the road to the north and south. Some scour of southwest corner of headsl ope.

Bim: hwm appears to be 1.0m below the girders.



