
File 00410 – Battle River 

Hydrotechnical File History 

1901  Native timber bridge constructed by settlers. Request for bridge. 

1905 Petition for bridge. 

1908 Bridge constructed. 1-18.3m steel pony truss, 2-6.1m TT approach spans 

1929 Bridge condemned and closed to traffic. 

1932 Bridge reconstructed 27.4m upstream. 1-18.3m steel pony truss, 2-6.1m TT approach spans on timber 
pile substructure 4.9m above streambed. 

1957 Substructure repaired. 

1963 Request for new substructure. 

1969 North east corbel replaced. 

1970 Request for new substructure. 

1976 South east wing pile replaced. 

1984 Bridge reconstructed.1-30.9m salvaged steel pony truss 5.4m above streambed. Substructure is steel 
corbel on steel H pile abutments with TT backwalls and wingwalls. Banks are protected with class I 
riprap on geotextile. 

 1990 July high water level 0.30m above the deck at the upstream left end of the bridge. Wl July 4, 21:10hrs 
is 0,70m below the deck at the upstream left end. Some drift has piled up against the deck and flow is 
over the road to the south-west. Velocity is 1.5m/s. 

 1992 BIM: The riprap is class II on filter cloth. 

 1994 BIM: Required 6 to 8m of fill behind the south-west wingwall. 

 


