
File 07806 – Rosebud Creek at Rosebud 

Hydrotechnical File History 

1915 3-20’ bridge built. 

1916 Ice takes out the piles on the first bent on the north end. Repairs made.  

1918 Substructure damaged by ice. 

1920 Ice damage to substructure. Petition for permanent bridge. 

1921 Substructure damaged by ice. Both approaches washed out.  80’ PT bridge built. 

1934 Bridge reconstructed on new treated timber abutments, dh =  17’.  

1948 HW (Apr.) : North bank is considerably eroded. Bridge washed downstream.  Flowing ice, overbank, 
below deck (Y = 15 – 16’). 

1949 20’ - 80’ salvage PT bridge built. 

1953 20 – 100 – 20’ PT (salvage from BF08950) bridge built after collapse, dh = 21’. 

1960 Bridge report states hwm is 1.2m below the top of the deck (Y = 17’) 

1971 HW (Apr.) : Drift lodged in the bottom chord and lateral bracing. 

1972 Drift removed from below deck. To stop scour rock riprap is placed on the north headslope. 

1978 Scoured area on south bank is restored. 

1985 14-18-14m WG bridge built, dh = 8m (DD1014, 10625-C).  Y = 6.5m (appears to be based on 1948, 
although appears higher than suggested in HW photo and dh for 1948 bridge, possibly based on dh 
for 1953 bridge which is about 1.2m higher).  B = 18m, T = 30m, h = 4m, S = 0.0015, DA = 
3770km2, Q = 290cms, V = 1.8m/s. 

 


