
File 09943 – Rosebud River 

Hydrotechnical File History 

1924 25’ – 8’ – 28’ bridge built by CNR. 

1925 XS : HWM Y = 11’, h = 14’, B = 40’, T = 80’. 

1926 80’ PT bridge built, dh = 14’, CNR bridge removed. 

1938 Ice has battered the low chord. 

1940 16’ – 80’ PT bridge built, dh = 18’. 

1955 Bridge report states HWM over deck (poss. 1948?), Y = 18’. 

1961 20’ – 38’ – 30’ PT built, dh = 22’. 

1965 21-25-21-16.8-16.8m RB steel girder bridge built 400’ to the west over Rosebud River and CNR, dh 
= 51’ (DD391, 3697-C).  Q = 15000cfs, DA = 1500mi2, S = 0.0023, Y = 20’ (based on 1948), V = 
10ft/s, B = 50’. 

1966 Rock is placed in a scour hole at the downstream end of the south bank concrete slope protection. 

1969 Erosion at north headslope, guide wall to be built. 

1971 The nose of the concrete slope protection is undermined and some of the concrete is displaced. The 
concrete is repaired and additional class II rock riprap is placed along the toe. 

1980 The CNR has concerns about erosion of the north headslope. 

1999 BIM HW = 4.5m.  

 


