
File 01741 – Highwood River 

Hydrotechnical File History 

1910 XS : HWM Y = 8’.  

1911 20 – 20 – 125 – 20 – 20’ TH bridge built. 

1930 Rock fill washed out. 

1932 HW (Jun) : Bridge washed d/s. 
24 – 125 – 100’ bridge built. 

1938 XS : dh = 26’, B = 90’, T = 200’, h = 15’. 

1955 Report : dh = 26’. 

1961 88.5 – 88.5 – 71.5 – 64.5’ bridge built, dh = 67’ (2673-P, DD254) located about 400m u/s.  B = 100’, 
T = 180 – 200’, h = 9’, Y = 13’. 

1963 HW (Jun) : Photo shows water close to top of bank. 

1967 HW (May) : EL. 846.1 on DD254 (Y = 8’). 

1990 HW (May) : Photo shows WL close to top of bank. 

1992 BIM : note - bank is slumping close to the north pier. 

1993 DD1305 prepared for north headslope stabilization.  Q = 485cms, DA = 1162km2, S = 0.0031, Y = 
4.5m. 

1994 BIM: note - natural bank is prone to sliding. 

1995 HW (Jun) : EL 845’ (DD254), Y = 7’. 

1996 BIM HW = 2.0m.. 

1998 North headslope stabilized with gabion wall and rock (16786-C).  

 


