
File 76362 – East Prairie River 

Hydrotechnical File History 

1967 28 – 125 – 28’ bridge built, dh = 25’.  Q = 10000cfs, DA = 500mi2, B = 100’, HWdes = 19’. 

1972 Sheathing lowered on west pier. 

1988 HW : Y = 5.0m (DD1440). 

1989 Dk to SB = 7m, B = 40m. 

1990 Assessment – consider network prior to replacement. 
Inspection : dh = 7.0m 
DD 1440 – DA = 1270 km2, Q = 500cms, S = 0.0006 (0.7m/1000m), h = 5.5m, Ydes = 7m, V = 
1.7m/s. 

1992 Proposed replacement – 67m out to out, dh = 8.9m (1.2m higher), located 15.3m d/s on K90 crest 
curve, class 1 rock on west headslope (DD1440). 
Inspection  - old slide at west bank, additional slumping since 1990 survey.  Deck to HWM = 2.7m 
u/s. 

1993 HW (Jun) : 3.4m below wheelguard (EL 89.0 on DD1440).  V = 0.6m/s with WL 3m lower. 

1996 HW (Jun) : 0.5m below deck (reported in 2004 consultant design report), drift reported within lower 
truss members, Y = 7.0m. 

2002 Headslope reshaping and riprap placing authorized. 
BIM HW = 6m, dh = 7.4m, erosion along west bank. 

2003 Bridge damaged by fire and closed. 

 


