
File 13371 – Pembina River at Jarvie 

Hydrotechnical File History 

1922 Cross section shows hwm at 4.3m above streambed. 

1923 Bridge constructed. 3-32m timber trusses with 1-6.1m timber approach span on piles. 

1933 Bridge reconstructed. 2-30.5m pony trusses and 1-45.7m through truss on piles 7.3m above 
streambed. 

1940 Bridge taken out during ice run. Temporary ferry constructed. 

1945 Bridge reconstructed. 2-30.5m pony trusses and 1-45.7m through truss on reinforced timber piers 
8.1m above streambed. 

1951 Bridge raised 0.91m and the substructure is reinforced. Cross section shows hwm at 6.6m above 
streambed. 

1956 Ice damage to substructure. Pier noses are protected with steel. Hwm to low chord. 

1961 Bridge reconstructed. 1-45.7m and 2-38.1m steel thru trusses on concrete substructure. 

1965 Flood.  

1972 Flood.  

1974 "Pembina Basin Flood Report, 1974". 

1983 Bridge reconstructed. 43 - 46.7 - 34m WG steel girder on existing concrete piers and new concrete 
abutments 12m above streambed. 

1989 Hwm is 6.72m below the deck. Drift has accumulated on the west pier. 

    

    

 


