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File 76001 — Prairie Ck

Hydrotechnical File History
Report : Q = 300cfs, DA =16mi2, B =15, icing u/s (springs)toY =6 —7".
84" SPx 256’ installed 4’ above SB (48" CSPinstalled at SB), 6’ drop, 35’ fill height.
U/s end of 48" pipe lifted.

HW (Aug) : 4 > u/s crown of 48" pipe.

48" pipe filled with ice, u/s submerged.

Large scour hole d/s of 48" pipe.

Report : Q = 15— 20cms, DA = 66km2, recommend 3.65m SP.

3.05m SP x 130m installed (plus 1.2m CSP x 122m pipe higher for icing), 13.3m fill height, 4.2m
drop, 0.75m burial (9565-P). Q = 14cms, Y = 1.7m, B = 3m. Upper 2/3 noted to be steep, with lower
1/3 almost flat after construction.

Photo : B =2 —-3m, h (low bank) ~ 1 —1.2m.

Photo : icing > %2 full at outlet.

XS at proposed private crossing u/s noted asB =3.5m, h=13m, T ~5-6m.
Icing at inlet to about 0.5m below crown.

Photo : B =2 —3m, h (low bank u/s) ~ 1 —1.2m, partial boulder blockage of barrel.
Note : boulder wash trapped in pipe.

Assess : recommend repair cracked seams by cutting out and welding. Suspect poor compaction at
change in grade of pipe.

Assess : recommend shotcrete repair and replace in 20 years. Q = 14cms.
Photo : B =2 —3m, h (low bank) ~ 1m.

Photo:B=2—-3m,h=1-15m.

Assess : recommend shotcrete repair and replace in 20 years.
Note : plan to widen road to inside of curve (d/s end) in 2006.



