
File 73440 – Parma Creek 

Hydrotechnical File History 

1947 1- 18’ timber bridge built 

1953 Report : B = 15’, h = 10’, T = 50’ 

1955 Des HW est Y = 8’, V = 4ft/s, Q = 360cfs. 

1957 Spring HW : 2’ below subdeck, Y = 9’, Q = 400cfs 

Rain HW : 4’ below subdeck, Y = 7’  

1958 Report : Dk to SB = 12’, h = 7 – 8’, Vest 3 ft/s, Dk to WL = 10’ 

1959 1 – 96” pipe installed.  Hwy about 75’ to W, 6’ grade raise.  Dk to SB = 18’. 

1963 HW over culvert crown d/s (Y = 2.5m), 3’ higher u/s (Y = 3.3m) 

1968 HW photo : about ¾ full at d/s end (Y = 2.0m) 

1985 NTF : pipe inadequate hydraulically, scour for 100’ d/s, sandbag riprap gone, Y = 3.5’ (d/s) and Y = 
2.5’ (u/s) on sep 13. 

1999 BIM : HW = 1.8m (from 1992 and 1997?) 

2003 BIM : water too deep to inspect barrel.  Photos : WL = ½ full, staining to ¾ full.  Beaver dams u/s 
and d/s.  Top of bank about 0.3 to 0.5m above WL (h = 1.5 to 1.8m), T about 10m., overbank heavily 
bushed and treed 

    

 


