
File 07493 – Medicine River 

Hydrotechnical File History 

1913 Request for bridge. 

1915 Quote: " the river carries an immense pile of driftwood and logs in times of high water." 

1920 Bridge constructed. 1-5.5 and 2-4.9m pile spans 3.7m above streambed. 

1926 Fill pushing the abutment piles toward the river. 

1927 Substructure reinforced and 1-4.9m pile span added to each end. 

1934 Bridge badly heaved. 

1939 Bridge reconstructed. 3-6.1m pile spans 3.7m above streambed with 30o skew. 

1951 Drift removed. 

1957 Bridge has sunk down 0.3m in the middle. 

1958 Bridge report states hwm is 0.9m below the deck (date?). 

1963 Bridge report states the hwm has been to the top of the deck. 

1966 Bridge reconstructed. 9.1-16.9-9.1m E and M precast concrete on treated timber substructure 5.5m 
above streambed. 30o skew. 

1986 Hwm 0.55m below the top of the deck. 

1988 Bim: some old pilings in the channel under the bridge. Minor scour at the north abutment. 

1990 Hwm 0.55m below the deck. 

1992 Bim: Scour around the north pier. Sheeting should be lowered 0.3m on the south pier. 

1997 Hwm is the top of the pier cap. Erosion of the north headslope at the base of the pier. 

    

    

 


