
File 07750 – Weed Creek 

Hydrotechnical File History 

1914 Bridge constructed. 2-5.5m pile spans 3.7m above streambed. 

1922 Abutment piles broken by fill pressure and two piles in the centre bent are broken by drift. Bridge 
reconstructed. 3-6.1m pile spans. 

1932 Bridge reconstructed. 1-25.2m steel pony truss (salvage from 1720) on treated pile abutments 4.8m 
above streambed. 

1954 Bridge reconstructed. 3-6.1m and 3-8.5m G type precast concrete girder spans on treated timber 
substructure 9.4m above streambed.  

1956 Ice damage to substructure. 

1982 Centre pier reinforced. 

1986 Hwm 5.78m below the downstream curb. Piles are exposed below the sheeting on the 3rd and 4th piers 
from the south. The north headslope has eroded under the 5th span. Drift is jammed across the entire 
upstream side of the bridge.  

1989 Inspection: Scour of north headslope. Ice scars at 2.0m above the low ice level. Bridge reconstructed. 
1-40m DBT on concrete on H pile abutments 8.9m above streambed. Class I rock riprap on both 
headslopes. 

1990 Hwm 1.2m below the bottom girder. Hwm 3.6m below the curb. Minor loss of fill on both headslopes 
above the rock. 

    

    

    

 


