
File 71131 – Saddle River 

Hydrotechnical File History 

1932 XS : B = 35’, T = 65’, HWM Y = 9’, h = 9’. 

1960 HW (Jun) : Y = 13’ (DD325).  Noted to be 5’ below deck at BF71246 (Y = 15’). 

1961 Report : DA = 90mi2, Q = 2250cfs, HWM Y = 15’. 

1962 130’ salvage TH bridge built, dh = 25’, on channel realignment (DD325).  B = 40’, h = 9 – 10’. 

1964 HW (Jun) : 15’ below deck, dh = 26’(Y = 11’), Qest = 3100cfs, B = 50’, T = 90’, DA = 83mi2. 

1967 Channel excavated through gravel u/s.. 

1968 HW (Jun) : Y = 16’ above low water (Y = 14’ shown on DD325), noted at 11’ below deck (dh = 26’).  
Qest = 7000cfs, V = 7ft/s, S = 0.0013.  Scour at both headslopes.  Large drift pile in bank d/s. 

1969 Both headslopes are reconstructed and protected with rock riprap. 

1977 20’ span added to north. 

1990 HW (Jun) : 4.3m below deck (Y = 3.3m), no scour. 

1991 BIM HW = 2.0m. 
Photo : B = 10 – 12m, h = 3 – 4m. 

2000 RPW Inspection :  

2001 BIM HW = 2m, dh = 8.3m. 

 


