
File 73982 – Henderson Ck 

Hydrotechnical File History 

<1983 See Vol. 1. 

1962 2 – 3495 x 3854mm SP x 67m installed.  Q = 2100cfs, DA = 105mi2, cover = 8m.. 

1963 Driftcatchers installed. 

1964 HW : up to 0.3m below u/s crown.  Slope protection added, rock added, drift removed. 

1976 HW : over grade, u/s bevels lifted. 

1977 HW : pipes flowing full.  Rock added, scour protection repaired. 

1984 HW (July) : higher than u/s crown.  Drift blockage, d/s scour hole and erosion, slumping.  

1990 HW (June) : Water 1m over grade, drift u/s, scour d/s. 

1997 Photo : large pile of drift on bank u/s, likely removed.  Apparent low bank, h = 3 – 4m. 

1999 BIM HW = 4.5m (based on location of drift u/s). 

2001 Assessment – rec. replace with 8.5m pipe in 6 years.  DA = 309km2, S = 0.0038, Q = 160cms, Y = 
3.8m, V = 2.5m/s, B = 6 – 8m, h = 10m+, m = 3:1. 

2002 Erosion of u/s fill due to deflection of flow by blocked drift catchers.  U/s embankment seems to have 
multiple slumps, hanging outlets and large d/s scour hole. 

2003 Proposed to repair bank protection and add rock to d/s scour hole and remove debris. 

 


