
File 70423 – Pincher Creek 

Hydrotechnical File History 

1926 Cross section shows hwm at 1.8m above streambed. 

1935 Bridge constructed (date?) by local forces is washed out. Bridge reconstructed. 2-7.3m timber spans 
on log crib substructure. 

1940 Bridge washed out. 

1945 Bridge reconstructed. 2-12.2m round timber spans on piles set in concrete 3.7m above streambed. 

1952 Bridge report states hwm has been 0.91m below the deck (date?). The east abutment is repaired. 

1957 Bridge report states hwm has been 1.8m above the streambed (date?). 

1958 Abutment reconstructed. 

1959 Bridge reconstructed on stream diversion. 1-27.4m salvaged (789) steel pony truss with 1-6.1m 
timber approach span on timber substructure 4m above streambed. 

1967 Bridge seriously damaged in accident. Repairs made. 

1975 West abutment is damaged by high water. 

1977 Bridge reconstructed. 1-30.5m steel pony truss with 1-6.1m treated timber approach span on treated 
timber substructure 6.4m above streambed. 

1992 Bim: hwm 1.5m above streambed. 

1995 Flood. Hwm 1.2m below the low chord. The southwest corner has eroded and the south headslope 
and rock protection has washed out. 

1996 Bim: hwm is 2.0m above the streambed. 

 2000 RPW Report by Hydroconsult. 

    

 


