
File 07683 – Sounding Ck 

Hydrotechnical File History 

1913 1 – 20’ bridge built, dh = 10’. 

1915 Note of big washouts on Sounding Ck. 

1925 2 – 20’ bridge built at new location, dh = 10’.  H = 7 to 8’, B = 15’, T = 45’. 

1942 Ref. to flood of 3 – 4 years prior that raised the deck (Y = 11’) requiring repair.  It is noted that a 
future bridge should be 2 – 3’ higher. 

1954 3 – 20’ PC built, dh = 15’.  HWdes = 1’ over deck (Y = 11’). 

1959 Note from PFRA regarding Sounding Ck Dam (located about 9 miles u/s), that the outlet was eroded 
in the spring of 1951 and 1952.  Flow estimates provided include : Q = 930cfs (Apr 29, 1951) and Q 
= 360cfs (Apr 20, 1956). 

1968 20 – 28 – 20’ bridge built, dh = 17’, for Hwy 41, 35’ to the west.  Stream located to the north to 
improve the gradeline, with about 2500’ of channel re-alignment with B=30’ (natural B about 20’).   
Qdes = 1700 – 2100cfs, V = 4 – 5ft/s, h = 8’, rock placed up to 10’. 

1970 Channel was relocated contrary to plans and modification is required to suit the bridge.  Rock to be 
placed for 25’ u/s and d/s of bridge, up to 15’ abobe SB. 

 


