
File 00963 – Willow Creek SW of Clarseholm 

Hydrotechnical File History 

1905 Petition for bridge. 

1911 Bridge constructed. 1-38.1m through truss and 3-6.1m approach spans on timber substructure 4.9m 
above streambed. 

1937 Bridge reconstructed. 1-38.1m through truss and 2-6.1m approach spans 4.7m above streambed. 

1942 Hwm was over deck. Erosion of south bank for 500ft upstream of bridge. Upstream wing has 
collapsed. 

1943 South bank timber protection wall constructed. 

1947 South wingwall and north pier were badly scuffed by ice which just cleared the steel span. 

1948 Bank protection reconstructed. 

1953 Hwm was over the deck at the south end. Drift was removed and south abutment rebuilt. 

1954 305m of the channel is excavated and the material is deposited on the south bank for a distance of 
30m upstream. Backfill is protected with oversized rock with sandbags at the base. 

1962 Bridge reconstructed. 1-38.1m steel through truss and 2-8.5m approach spans on treated timber 
substructure. New deck is 0.9m higher than previous one. 

1986 Spring high water was 1m below the bottom chord. Minor ice damage to north pier. 

1992 Minor repairs to substructure. 

1993 Hwm is 1.6m below the bottom chord elev. 988.56m 

1995  Hwm elev. 990.776m 

 1997 Bim: Small drift and grass on bottom chord. (1995?) 

    

    

 


