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File 1938 — Ghostpine creek near Three Hills
Hydrotechnical File History

New Bridge proposed.

Bridge constructed. 2-6.1m pile spans.

April. Bridge washed out in period of high runoff. Repaired soon thereafter. Reported: " Cre
were higher this spring than the oldest settlers have seen." HWM approximately 1.5m above
bridge railing.

April. Bridge washed out.

New bridge planned 400m downstream in sec. 3

Bridge taken out by ice and high water. Was later repaired. Correspondence indicates the bri
still in the original location.

New bridge requested.
Flood.
No existing bridge. Request for bridge from Farmer’s Union.

Bridge reconstructed on stream diversion. 5-8.5m precast concrete spans on treated timber
substructure 7.6m above streambed. Flow is estimated at 1.4 m/sec and 0.91m of channel scc
occurred. Suggest that stone or sandbag baffles be placed to reduce velocity.

East abutment shimmed to bring deck up level the rest of the bridge.
Bridge washed out in high ice flows.

Bridge reconstructed. 8.5-25.6-8.5m steel girder with timber approach spans on concrete
substructure 8.8m above streambed.

Headslopes reconditioned and heavy rock riprap placed.
Noteto file: hwm at 4.6m above streambed. Historic hwm at 1.2m below deck.

Temporary bridge erected adjacent to bridge site to serve as a detour during construction of ¢
bridge at the site. Existing bridge dismantled. Bridge reconstructed. 3-16.8m type M concret
on pipe pile piers and concrete on H pile abutments 10.4m above streambed.



