
File 09095 – Paddle River 

Hydrotechnical File History 

1917 Request for repairs to existing bridge. 

1918 3 – 20’ bridge built, dh = 15’. 

1924 3 – 20’ bridge built, dh = 16’. 

1927 HW : bridge washed out. 
60’ timber truss bridge built, dh = 18’. 

1937 Abutments repaired.  

1944 HW : bridge washed off the abutments, Y ~ 18’. 

1954 HW : bridge washed out, HWM 1’ > deck, Y ~ 19’. 

1955 Report : HWM 6’ below deck. 

1956 28 – 80 – 28’ PT bridge built, dh = 22’. 

1969 Pit run gravel placed on south headslope. 

1974 HW (Apr) : 10’ below deck. 

1985 Sheeting lowered on the north pier. 

1986 HW (Jul) : 2.2m below deck. 

1989 HW (Aug) : est. 0.7m above deck. Scour at both headslopes. 

1991 14-18-14m bridge built, dh = 8.6m (DD1253 – B = 9 - 12m, T = 20 - 25m, h = 5m, Q = 220cms, DA 
= 473km2, S = 0.001). 

1992 Inspection : dh = 8.6m, SE headslope slumped, fills too high.  

2005 Photo : B = 10m, h = 4 – 5m.  
 


