
File 01664 – South Heart River  

Hydrotechnical File History 

1908 Petition for bridge. 

1912 Bridge constructed. 1-18.3m timber truss and 4-6.1m timber approach spans 4.3m above streambed.  

1913 Both banks over topped during flood. Drift accumulation removed from piers. 

1921 Bridge is badly sagged in the centre. 

1922 Hwm is 0.91m below the deck. 

1923 Bridge is reconstructed. 1-18.3m timber truss and 4-6.1m timber approach spans. 

1938 Bridge is reconstructed. 1-18.3m timber truss and 4-6.1m timber approach spans.  

1950 Substructure reinforced. 

1953 Bridge reconstructed. 0.61m higher. 1-41.1m salvaged steel through truss on treated timber 
substructure. 

1967 Rock riprap is placed on the north bank upstream of the bridge. 

1969 Bridge is reconstructed on channel diversion. 3-25.9m "FC" precast concrete girder on pipe pile piers 
and concrete abutments. Concrete and rock riprap slope protection. 

1971 Large drift accumulation on piers. 

1974 Hwm is 4.4m below the top of the curb. South bank is experiencing general erosion. 

1977 Drift removed. 

1979 Drift removed. Sand bar next to pier also removed. River has aggraded 2.1m since diversion 
constructed. 

1982 Drift removed. 

1983 Hwm close to pile cap. 

1990 Drift removed. 

1995 Bim: Hwm is 2.0m below the girder. Concrete slope is breaking up near the toe – minor. 

1996 Hwm is 1.7m below pier 2 cap. 

    

    



    

 


