
File 06581 – Kneehills Creek 

Hydrotechnical File History 

1911 3 – 20’ bridge built. 

1915 East approach washed out, 10’ wide by 4’ deep washout. 

1916 6 – 20’ bridge built.  

1917 Substructure damaged by ice. 

1932 80’ PT bridge built. 

1938 XS : dh = 17’, h = 13’, B = 45’, T = 90’. 

1948 HW : ice damage to superstructure. 

1950 20 – 80 – 20’ bridge built, dh = 23’. 

1952 HW (Apr) : 2’ below bottom chord (Y = 18’), partial washout at abutments. 

1954 Report : dh = 26’, B = 40 – 50’, T = 90’, h = 14 – 15’, HWM Y = 16’. 

1955 28’ and 20’ approach spans added. 

1983 Location study. 
Inspection : B = 14 – 15m, dh = 8.1m. 

1986 14.2 – 15.9 – 14.2m bridge built, dh = 8.5m (DD1067, 11328-P).  DA = 1920km2, Q = 230cms, V = 
1.7m/s, S = 0.005 (1.5m drop over 800m), h = 4 – 4.5m, Y = 5.5m (1948), B = 14m, T = 25m. 

1988 Inspection : Deck to WL = 7.6m. 

1992 Scoured area at NE corner restored.  

 


