
File 13472 – Paddle River Southeast of Barrhead. 

Hydrotechnical File History 

1923 Bridge constructed. 1-18.3m timber truss with 2-6.1m timber approach spans on piles. 4.3m above 
streambed. 

1936 Substructure repaired, wings extended and abutments sheeted. 

1939 Cross section shows bridge at 5.5m above streambed. 

1940 Bridge reconstructed. 1-30.5m steel truss with 2-6.1m approach spans. 

1943 Approach fills washed out. 1-4.9 and 1-6.1m approach spans added. 

1948 Flood. 

1952 Hwm over the deck, 5.2m above streambed. 

1954 High water mark 0.6m above deck. Heavy drift accumulation has heaved one bent on the north 
approach. 

1955 Hwm 0.9m over the deck, elev. 630.8m 

1958 Bridge reconstructed. 1-41.1m salvaged steel through truss with 2-6.1m approach spans on treated 
timber substructure. Deck is 0.9m higher than previous (5.2m or 6.4m?). 

1969 Authorization states bridge is 7.0m above streambed. 

1973 Minor erosion of the toe of the north headslope, restoration and riprap required. 

1974 "Pembina Basin Flood Report, 1974." Hwm 1.63m below the top of the deck. 

1977 North headslope is eroded, recommendation for restoration and protection with C1 rock riprap. 

1984 Authorization states bridge is 5.5m above streambed. 

1985 Authorization states bridge is 7.3m above streambed. 

1989 Hwm elev. 628.3m. 

1992 Bim: hwm is 6.3m above streambed. 

1994 Corbels replaced. 

    

    

 


