
File 13214 – Tributary to North Sask. River 

Hydrotechnical File History 

1922 1 – 20’ pile span 

1927 Repairs 

1939 1-28’ pile span 

1963 Bridge Report: 
• Deck above stream bed = 13.5’ 
• HW 8-10’ below top of deck (4’ – 6’ above s/b) 
• b = 10’; h = 7’, T = 40’; (doesn’t seem natural) 

1965 Bridge Report: 
• Deck above stream bed 14’ 
• 1965 HW 6’ deep 
• Flow at time of inspection 2’ deep 

Scour repairs to headslope 

1968 Bridge Report: 
• Water up to deck in flash flow (questionable) 
• Typical HW only 10’ below deck (4’ above s/b) 

Surveyed sketch shows a beaver dam u/s of the bridge 

1968 Repairs due to heavy truck traffic 

1972 Bridge Report:  
• Deck 14’ above stream bed 
• DA 15 sq mi; Q = 300 cfs 
• HW 7’ below top of deck 

1973 84”x 116 ft installed;  
u/s 1.5 ft below stream bed at el 965.5, d/s invert is 14” below u/s invert; cover =13’; channel was 
straightened d/s  

1993 Proposed to get extended to accommodate new roadway width 

1999 BIM: d/s invert is 150 mm above stream bed; u/s invert is at stream bed el. 

  

  
 


