
File 13296 – Paddle River Southwest of Roselea 

Hydrotechnical File History 

1922 Request for bridge. 

1923 Bridge constructed 1-12.2m timber truss with 2-4.9 timber approach spans on piles 4.6m above 
streambed. 

1944 Flood. 

1948 Flood. 

1950 Bridge reconstructed. 3-6.1m treated timber spans on treated timber substructure 4.1m above 
streambed. 25O LHF skew. 

1954 Flood. 

1960 Bridge report states hwm has been to the stringers (date?). July photo of highwater. 

1964 Drift removed. Heavy rock riprap placed on the east bank from 15m upstream to 6m downstream of 
the bridge. 

1965 Bridge plugged with drift. Flood. 

1972 Bridge report states: hwm has been 0.46m below the deck and over the grade. 

1973 Substructure repaired and reinforced. 

1974 "Pembina Basin Flood Report, 1974". Bridge completely surrounded by water. 

1975 Bridge completely plugged with drift to approximately 15m upstream. There is a scour hole at the 
northwest wing and backwall. Bridge report states hwm has been to the bottom of the stringers and 
over the road. 

1977 Bridge reconstructed. 1-21.3m double steel pony truss on timber substructure 3.8m above streambed. 

1979 Construction of flood control dykes requires bridge to be raised 1.6m. Reconstructed. 1-21.3m pony 
truss with 2-6.1m treated timber approach spans. 

1985 West pier repaired. 

1989 Hwm 2.2m below the curb. 

1993 Bim: Hwm 3.0m above the streambed. 

1996 Substructure repaired and reinforced. 

    



    

 


