
File 07425 – Elbow River at Bragg Creek 

Hydrotechnical File History 

1912 Petition for bridge 

1915 Bridge constructed 2-15.2m native timber spans on piles. Bridge washed out. 

1917 Bridge reconstructed. 2-18.3m timber trusses on piles. 

1923 Centre pier has scoured and settled 0.46m 

1928 High water event. 

1929 30.5m long rock filled timber crib protection wall is constructed upstream. 

1930 Centre pier is repaired.  

1932 Bridge washed out with high water level of 3.7m above streambed. Bridge is reconstructed on a new 
alignment. 1-53.3m light steel through truss on timber crib abutments 5.2m above streambed.  

1948 High water event. 

1952 High water 1.8m below the deck at elev. 1296.7m 

1968 Report: maximum hwm is 1-8 to 2.4m above the low water level. Sediment Transport Report by the 
ARC. 

1982 Bragg Creek Floodplain Study by Alberta Environment. 

1984 Bridge reconstructed. 2-30m DBT on concrete substructure. Bedrock slope protection on west bank. 

1990 Hwm 4.5m below the top of the curb. Minor bank erosion at the upstream end of the east headslope. 

1992 Bim: riprap required at the east headslope. 

1993 Handrail profile. 

1995 Highest high water event on record. Hwm 30m upstream elev. 1295.47m 

1997 Scout Report by Hydroconsult. 

    

    

    

 


