
File 01767 – Driftwood River 

Hydrotechnical File History 

1908 Bridge constructed. Timber span on rock filled crib piers. 

1909 Replaced stone in piers. Bridge washed out. 

1910 Bridge reconstructed. 1-18.3m timber truss and 3-6.1m pile approach spans. 

1911 East abutment washed out.  

1916 Four piles broken and bridge is leaning to one side. 

1920 Bridge washed out. Reconstructed 18m upstream. 1-18.3m timber truss and 3-6.1m pile approach 
spans. 

1923 Timber wingwalls constructed. 

1924 Broken sheeting on pier and abutment. 

1925 West pier damaged by ice. 

1928 Bridge reconstructed. 1-38.1m steel truss on pile abutments 6.1m above streambed. 

1960 Bridge Report: hwm is 2.4m below the deck. Collision damage to bridge. Piles driven to block up the 
floor beams. 

1961 Bridge reconstructed. 13.4-21.3-17.1m continuous steel cantilever girder on concrete substructure 
7.9m above streambed. Sandbag riprap. 

1971 Abutments settling and south pier is leaning toward the river. Flood 1.3m of freeboard. 

1976 Scour noted along the north bank. 

2001 Bim: South headslope has a slight scour problem. 

    

    

    

 


